Cable Wire Seal 1.5

VERSATILE METAL SEAL WITH NON-PREFORMED STEEL
WIRE

Strong and durable aluminium bodied cable seal with 1.5mm wire designed to pro-
vide enhanced security and clear tamper evidence.

Features:

« Customisable wire lengths to suit a wide range of applications

+ Non-preformed galvanised cable unravels when cut to prevent resealing

= Optional encapsulated wire tips for OH&S

= Aluminium body enhances durability in adverse conditions

« Anodized aluminium body allows greater customisation options while providing
high visibility and easy readability

+ Self-locking mechanism ensures secure locking without need for tools

+ Laser etched markings with unique Serial Number and Barcode

ADDITIONAL FEATURES
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Mon-Preformed Wire  Encapsulated Tips Multiple Colours Triple Riveting
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Packaging Information

1000 pieces per Inner Carton
380mm x 320mm x 250mm, 13.6kgs

pro-ex.com.au

TECHNICAL SPECS

Tensile Strength 280.0 kgs

Body Alurninium
Wire Galvanised Wire
Locking Zinc Cast Locking

Total Length [ Locking Length
Customisable Wire Length

Customisation Options
« Customer name and corporate logo
» Customised text and artwork
+ Up to 8 digits sequential numbering
« 2D/ QR technology barcode

(Mot available on all colours)

INDUSTRIES

Banking + Transportation - Cash In
Transit +« Government +« Refail -
Pharmaceutical & Healthcare = Food
Services = Manufacturing & Packaging
= Education = Mining

ARPPLICATIONS

Trailer Doors + Trailer Curtain Buckles
+ Bulk Tankers and Trailers -+ Tote
Boxes + Roll Cages + Ballot Boxes »
Steel Drums « Trailer Curtain Buckles
+ Hatches = \alves and Fittings =
Money Cages - Plastic Boxes

Available Colours
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Black Red Blue Greesn Yellow
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